DNS-A300 Slow Check Valve

The DNS-A300 is a slow check valve. The valve will close slowly for return water.

Features:

- Top and seat ring guided stem and

diaphragm assembly for long life and
reliability.

+ All iron components are fusion epoxy
bonded for corrosion resistance.

+ Easy maintence without removal from
the main line.

* Nylon reinforced diaphragm for long
term sevice.

+ Drip tight shut off.

» Globe design for superior control
characteristics.

* Ductile iron bodies for higher strength
and durability.

» Corrosion resistant stainless steel seat
and disc retainer ring.

 Various pilots and accessories
available for configuration into many
different applications.

» Special V-Port and double chamber
are options, please consult factory.

* Meet standards BS EN 1074-5, ISO
5208, BS EN 12266-1, BS EN 558-1,

General Application:

For pressure, flow and level control in
water applications.

Technical Data:

Size Range: DN50~DN800mm Pressure
Ratings: 10 Bar; 16 Bar; 25Bar
Working Temperature:-10°C- 80°C Suitable
Media: Water

End connection: PN 10/ PN 16/ PN 25
Consult Factory for other applications
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Parts List
A900-Main Valve

DN50-DN350

No. Description Material Standard

2 Seat Stainless Steel AISI 304/316
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4 O-ring Rubber NBR
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6 Washer Stainless Steel A2/A4
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= ! 14 8 Bush Bronze 61900
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10 Caulking Nut Stainless Steel A4
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= 7 12 Fixing holder Ductlie Iron GJS 500-7
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E 14 Seal Rubber EPDM

DN50-150 DN200-300

@ @18 16 Stem Stainless Steel AISI 304/316

18 Screw Stainless Steel A2/A4
20 Washer Stainless Steel A2/A4
Dimension: Unit: mm
@D DK N-@d B

L H
DN Model Code PN10 PN16 PN25 PN10 PN16 PN25 PNI0O PN16 PN25 PN10 PN16 PN25

65 A900-0065 290 185 185 185 145 145 145 202 4-@19 4-g19 8-019 @118 @118 @118

100 A900-0100 350 220 220 235 180 180 190 243 8-g19 8-@19 8-@23 @156 @156 @156

150 A900-0150 480 285 285 300 240 240 250 333 8-@23 8-023 8-@28 @211 @211 @211

250 A900-0250 730 405 405 425 350 355 370 478 12-@23 12-028 12-@31 @319 @319 @330

*350 A900-0350 980 520 520 555 460 470 490 550 16-@23 16-@28 16-@34 @429 @429 @448

NOTE: 1. *DN125/350 use same internal as DN100/300
2. AISI 304 factory standard material. consult factory for AISI 316 material.
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A900-Main Valve No.  Description Material Standard
DN400-DN800

2 Seat Stainless Steel AISI| 304/316

4 Screw Stainless Steel A2/A4

6 Spring Stainless Steel AISI 304/316

8 Bush Bronze C61900
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5 10 Fix Washer Bronze C61900
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16 12 Eye Bolts Carbon Steel 1040
2 e | s 13 FiingHoder  Ductielion  GIS500.7
943 7777{%77 R B I 14 Disc Holder Ductlie Iron GJS 500-7
1 | 15 sl Rubber  EPDM
| 16  Seal Retainer Ductile Iron GJS 500-7
¢ 17 Sem  StinlessSteel  AISI304316
18
ke L 18 Plug Stainless Steel AlSI 304/316
- 19 ofing  Rubber  NBR
20 Cap Ductlie Iron GJS 500-7
22 Screw Stainless Steel A2/A4
24 Screw Stainless Steel A2/A4
Dimension: Unit: mm
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DN Model Code PN10 PN16 PN25 PN10 PN16 PN25  PN10 PN16 PN25 PN10 PN16 PN25

*450 A900-0450 1200 720 640 640 670 565

o)

85 600 20-@28 20-231 20-@37 530 548 548

600 A900-0600 1450 885 840 840 845 725 770 770 20231 20-237 20-@40 682 720 720

800 A900-0800 1850 1260 1025 1025 1085 950 950 990 24-@34 24-940 24-049 901 901 928

Note: 1. *DN450/700 use same internal as DN400/600.
2. AISI 304 factory standard material. consult factory for AISI 316 material.
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DNS-A300 Slow Check Valve

DN50-DN150 with Single Pipe
DN200 and above with Two Pipe
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Function:
1. To keep the pressure difference between supply and return pipe In HVAC system. Same as the

balancing valve.
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